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ISO 9001 : 2000 

Explosion Protection 

Intrinsic Safety acc. To IEC/ATEX/UL 

 

Long & Shortstroke Position Sensor    

Type SA96DX-I/Ex & SLCD-M1/__Ex 

 

ATEX....IECEx....cULus approved 

Combined Temp. plate for ATEX.....IECEx......cULus 

Longstroke: SA96DX-I/Ex Shortstroke: SLCD-M1/_Ex 

Important information:  
Keep updated by reading our “Index of history” (last page of this manual) 
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Note: 
Keep updated by reading our “Index of history” (last page of this manual) 
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Note: This is only page 1 in the Certi-

ficate. 
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Index of history 
 
 
History:  
26-02-2007, IP rating changes from IP20 to IP65. 
21-04-2008, Company address changes to Bøgekildevej 21, DK-8361 Hasselager 
01-09-2008, change of PEPPERL+FUCHS Barrier, new type is 
                    “KFD2-STC4-EX1, part no. Y204907” 
Old type,     “KFD2-CR-CX1.30300” 
 
18-10-2012, change of PEPPERL+FUCHS Barrier, new type is 
                    " KFD2-STC4-EX1-Y2, part no. 231387". 
Old type,    “ KFD2-STC4-EX1, part no. Y204907”  
 
Note: This position sensor is tested to work with a PEPPERL+FUCHS 
           special barrier type KFD2-STC4-EX1, part no. Y204907 &  
           KFD2-STC4-EX1-Y2, part no. 231387, both types is exclusive made for  
           HB Products A/S. 
           We recommend that you buy this barrier together with the Ex sensor. 


